
FIRE DETECTION AND SUPPRESSION SYSTEM
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Sensors Extinguishing 
Module

System
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ATS103
User interface
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CONFIGURATION
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ATS102

Spot to spot
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KLS02
Pressure container system 2/7 contains:
2l N2 Container
7l H2O container with antifreeze
valve and manometer with pressure gauge
cylinder clamps (4) for both containers
connecting hose

KLS-4T
4 T-socket nozzels
no. 33000894
incl. 2 end caps
no. 21001226

KLS-1T additional 
T-socket nozzel

KLS-ST
hose, stainless steel,
per meter

KLS-RT
hose, rubber,
per meter

KLS-TF
T-fitting,

EXTINGUISHING SYSTEM
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KLX-pump

Stainless Steel Hand Pump
for testing pressure inside 
pipe and fitting system  

KLX-BD

Blind nozzle /
Blind-Düse
Nr./no. 33200003

KLX-SN

Nozzle tool /
Stecknuss
Nr./no. 94000053

KLX-SG

Handhold /
Steckgriff
Nr./no. 94000043

KLX-I08L

Install stud / 
Vormontage-Stutzen 08L
Nr./no. 94000138

INITIAL ASSEMBLY AND SETUP TOOLS

KLX-I12L

Install stud / 
Vormontage-Stutzen 12L
Nr./no. 94000058



ELECTRONIC CONTROL UNITS

FIRE DETECTION AND SUPPRESSION CONTROLS

Spot to spot

ATS102

ATS105 Customer specified
user interface

ATS103
User interface

User, detection, actuation

AF101
Control module
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ATS102

Spot to spot
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LHD-CB-138°-9m-SS
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VT-M16x … A2/M 
Spot fire detector for engine
compartement (NO or NC) 
with brass thread and screw
100°C ± 5°C to 175°C +5/-10°C

CWxxx-TTT 
Spot fire detector 
change-over contact (SPDT) 
with PTFE flange
40°C to 175°C  ± 5°C

VT-M16x … A3S1-3C 
Spot fire detector 
IP69K (NO or NC) 
with PTFE flange short
100°C to 175°C  ± 5°C

OSD…
Optical smoke detector
Photo electric detection of 
light scattered by 
smoke particles 

LM121X
Linear heat detector
short-circuit of the 
sensor cable in case of fire

LHD-CB-138°-9m-SS
Linear heat detector
9m, connecting box IP65

FIRE DETECTION SENSORS

LHD-180°-6m-4p-EK

LHD-180°-6m-4p-EK
Linear heat detector
6m, 4-pole Lear connector,
Load resistance endkit 



VT-M16x … A2/M 
Spot fire detector for engine
compartement (NO or NC) 
with brass thread and screw
100°C ± 5°C to 175°C +5/-10°C
Approval: EN 50155

SPOT FIRE DETECTOR SENSOR IP68



FIRE PROTECTION WIRING DIAGRAM

Display and operation interface

Detection and extinction zone

Firedect sensor

Master and water cylinder

Control unit

Water mist
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24V DC


